When an earthquake or a large fire has occurred, it is difficult to secure communication networks for rescue in the building due to the destruction of commercial communication networks. Although analog radio systems such as VHF (Very High Frequency) and UHF (Ultra-High Frequency) are used for rescue operation in general, communication failure occurs in closed spaces, causing difficulties in smooth rescue operations. When the communication infrastructures have been destroyed in a building in the disaster, an emergency wireless telecommunication environment should be constructed to secure a safer disaster response environment. In this case, the communication performance and distance performance were shown to be the most excellent at a frequency (Centre Frequency) of 6489.6 and a band of 5980.3-6998.9 MHz, which is UWB 7ch. In conclusion, it is judged that if UWB communication modules are installed in the disaster area at intervals of 20 m and multi-channels are used, communication environments can be constructed even in closed spaces.
Introduction
Buildings in modern society are becoming taller and larger, and the resultant overpopulation of building occupants can lead to heavier casualties when a fire or disaster occurs. All disaster situations, including large-scale fires, are extremely confusing and dynamic because they destroy safety and stability. Thus, disasters cause individual and social chaos. In such disasters, crises and emergencies, the sharing and communication of information is important at all levels of disaster management. Communication via telecommunication networks after a disaster is the most important means rescue workers have to save victims, and it plays a key role in the exchange of information between rescue workers [1] . this study presents the applicability of the UWB communication module in the closed spaces of a disaster area where no other communication network is available.
Experimental Device and Experimental Method

Experimental Equipment
For the analysis of the wireless telecommunication positioning performance in closed spaces in buildings, UWB communication modules were fabricated to satisfy the IEEE 802.15.4a standard performance. Shown in Figure 1a is a base station module for communication with the UWB wireless module and Figure 1b is the UWB wireless module for communication with rescue workers. The main specifications of the UWB wireless communication modules are radiation power −10 dBm and RF Band 3.5 to 6.5 GHz as shown in Table 1 . The frequency bands of the UWB wireless telecommunications modules are a total of six standard frequency channels as shown in Table 2 
Experimental Conditions and Experimental Method
The developed wired/wireless base station module and UWB wireless telecommunication module are used to secure the communication lines between the rescue workers and the command post and to locate fire workers in cases where the existing communication base has become inoperable due to an indoor fire. Whether the communication signal is active or not should be determined. Figure 2 shows experiments for signal positioning measurement for the UWB wireless module. The outdoor open space is used as a test site for comparison and Figure 2 shows the program and operation screen for the evaluation of the positioning performance for a total of six indoor environments such as the corridor, closed indoor space where obstacles exist, stairs, and rooms where fire doors and glass doors have been closed. The details of the structural spaces for individual experimental environments are shown in Table 3 . Figure 3 is a side view for positioning in vertical spaces with stairs. A UWB radio repeater was installed on the staircase landing, and UWB modules were installed on individual floors for measurement. For the positioning of the UWB wireless modules, signals were measured at every cm up to about 20 m from the wireless module repeater. The wireless modules were installed on the floor in the case of horizontal spaces and were installed on staircase landings in the case of environments where corridors, which are horizontal-vertical spaces as with stairs, are connected to stairs, to measure communication signals with telecommunication modules. In general buildings, the partitions between corridors and indoor spaces are fire walls or simple walls, and the doors are usually glass doors and fire doors. Therefore, to test the mutual communication between the corridors and the partitioned spaces, the glass door and the fire door were closed before the communication positioning experiment was conducted. The frequencies used for UWB signal positioning in the six types of spatial environments are UWB standard frequency 6 channels (1ch, 2ch 3ch, 4ch, 5ch, 7ch) as shown in Table 2 , and the band ranges by frequency were also specified. Therefore, the performance was examined by evaluating the difference between the distance information calculated between modules by frequency as shown in Table 2 and actual distance information, and the distance measurement success rates.
The performance of the UWB wireless module was evaluated by calculating the distance information-the time for the wireless telecommunications module to receive the data packets transmitted from the wired/wireless base station module as the ToF (Time of Flight). In addition, 130-byte data packets were transmitted for distance measurement, and the distance measurement success rate was calculated by counting cases where all data were successfully received without radio wave reflection or errors occurring in data transmission/receiving. The numbers of time of attempts to transmit signals closer to 0 were judged as indicating better communication environments and performance. 
Results and Discussion
Open Space
The positioning measurement in a horizontal open space where no obstacle is present was experimented in an open space with no obstacles to test the distance measurement performance. Since this experiment was conducted in a space with no obstructions, it becomes the reference experiment for future tests related to distance measurement and communication performance. The distance measurement showed the accuracy in cm units. When a positioning measurement was conducted in an open space with no obstacles, as shown in Figure 4 , channels 2, 5 and 7 could measure distances 20 m and when they could measure distances, they succeeded in measuring the distances within 6-10 attempts. The communication and distance measurement performance was evaluated later based on the number of attempts made at the time of the test. 
Corridor
When positioning was measured in a spatial environment with no obstacles in an enclosed corridor as shown in Figure 5 
Office
When positioning was measured in an indoor office environment where various furniture and fixtures existed in a closed space, as shown in Figure 6 , channels 5 and 7 showed similar measurement performance as in open spaces while channels 1, 2 and 3 showed generally lower measurement performance.
Channel 4, however, showed improved measurement performance. Channel 4 had a bandwidth of about 1 GHz and showed higher distance measurement communication success rates by avoiding obstacles when the bandwidth was large. In addition, we found that the number of attempts increased instantaneously when the measurable distance decreased. This was identified to be attributable to the fact that more errors occurred when the distance measurement could not be performed. 
Vertical Stairs
Positioning was measured in a vertical stairway space which is used as evacuation stairs in the closed space. As shown in Figure 3 , the height between stairway landings for going down one floor made by simulating the experiment environment was 2 m and UWB modules were installed on the stairway landings for measurement. In the results of the positioning measurement, channel 7 measured the largest vertical height-reaching 4.5 m as shown in Table 4 . Other channels were able to measure up to a height of 4 m. 
Glass Door and Fire Door
Positioning was measured in environments where office spaces were separated by corridors and reinforced concrete wall structures, glass doors, or fire doors were installed in closed spaces. The experiments were conducted in spaces divided by 8 mm thick tempered glass doors and 1.5 mm steel plate class A fire doors, respectively, as shown in Figures 7 and 8 . Channels 1 to 5 could not measure distances exceeding 5 m at the maximum in both the glass door and fire door environments, while channel 7 could measure distances up to 17 m in the glass door environment and up to 10 m in the fire door environment. However, the differences between the actual distance information and the measured distances were at least 2 m. This can be considered attributable to the fact that the glass door and the fire wall acted as obstacles leading to the multipath phenomenon of UWB radio waves so that the radio waves were transmitted/received after going around longer distances than the actual distance. In the results of experiments in the above six environments, as shown in Figure 9 , the communication performance and distance measurement performance of channel 7 with frequency 6489.6 MHz and bandwidth 1081.6 MHz were shown to be the best in general. It was identified that the number of attempts for communication increased when obstacles existed in the same closed space, leading to poorer communication performance and shorter measurable distances. Also, it could be seen that the communication reachable distance was remarkably shorter in emergency stairs, which is one of the main evacuation routes, as compared to other environments. In this study, the wired/wireless base station modules were arranged at an interval of about 20 m for measurement of communication with the wireless telecommunication module and distances and the errors between actual distances and the distances information obtained using ToF were found to be about 50 cm. It is considered that the distance errors can be reduced by accumulating indoor environment measurement analysis experimental data to used analyzed correction values. 
Conclusions
When a fire or disaster has occurred, casualties can be minimized only in cases where firefighters and rescue and emergency workers immediately respond and conduct activities. However, in cases where the communication infrastructures have been destroyed, communication connections using TRS and LTE communication networks are impossible in closed spaces. The absence of a communication connection for rescue workers can lead to increases in casualties due to errors and delays in responding activities and can bring about risks to rescue workers' safety.
When establishing the UWB communication network with a mobile base station and communication modules, it is possible to implement mutual position measurement between the communication modules as well as voice and video information transmission/reception. Thus, in this study, a UWB wireless communication network which transmits 100 Mbps digital data with low power over short distances was constructed. The communication positioning performance of the UWB communication module in enclosed indoor spaces was then evaluated.
Based on this study, the following conclusions on UWB communication module performance evaluation were drawn.
• Experiments in 6 spatial environments showed that the communication performance and distance measurement performance of channel 7 with frequency 6489.6 MHz and bandwidth 1081.6 MHz are the best. The distance measurement error between UWB communication modules using measured ToF values was about ±0.5 m.
In conclusion, the results of this study suggest that it is possible to construct a communication environment at a disaster site by using a communication network composed of UWB wired/wireless mobile base station and communication module. In addition, the developed communication network determined the relative distance position of the communication module, which would be helpful for indoor rescue activities. Hereafter, we will conduct experiments in the heat and smoke conditions related to indoor fires to investigate the possibility of using the UWB communication network.
